
MADE FOR MORE TO KEEP PACE WITH YOU!

TW 230VTRDIESEL
BRUSH
CHIPPER

With a choice of a high-powered Briggs
and Stratton Vanguard V twin gasoline
engine or a high torque Kubota V1505
diesel engine, this wood chipper is a
contractor’s dream whether it’s chipping
or tracking to site. The TW 230VTR is
ruthlessly effi cient at getting the job
done.

FEATURES AND BENEFITS

• 24.8 hp Kubota diesel
•  Class leading 6.25"x 9" infeed opening.
• Quad force rollers for ultimate crushing power.
•  Quick release infeed tray – no tools required.
• Dual, ergonomic heavy duty infeed controls.
• Anti-vibration folding operator control platform.
• Integrated track recovery system.
• Two years or 3,000 hours warranty on Morbark 

manufactured components, 1 year vendor 
purchased components warranty



TW 230VTRDIESEL
BRUSH
CHIPPER

  GENERAL   US   METRIC

 Height  7'6"   2.2 m

 Width  2'7" - 4'2"   810-1,300 mm

 Length (tray up) 8'6"   2.6 m

 Length (tray down) 11'6"   3.5 m

 Weight 2,833 lb   1,285 kg

 Engine      24.8 HP Kubota

 Infeed Opening  11" x 8.25"   280mm x 210mm

 Horsepower 24.8 HP   20 kW

 Fuel tank (capacity) 9 gallons   34 L

 Hydraulic oil capacity 4 gallons   15 L

 Blades                          2 x 5.3"(135 mm) double-sided, fully hardened


